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THECNICAL DATA

LINEO ES RANGE
“Energy Saving” mixed flow extractor fans

Models Code
min max min max min max min max min max min max min max min max

Max

°C

LINEO 100 Q ES 17036 7

10

7

12 0.07

0.10

0.12

1420 2120

3300

90

170

210

230

43

47

40

9

11

147

177

21.0 33.3

40.0

LINEO 100 ES 17031

11

12

17

0.09

0.11

0.09

0.12

0.17

1320

1920

2000

2330

140

220 270

39

71

7

12

17

12

23 31.4

31.4

LINEO 125 ES 17032 10 17

24

0.07

0.10

0.13

0.11

0.17

0.22

2040

2370

190

300

270

101

9

20

29

33

147

324 39.3

40.3

44.4

LINEO 150 ES 17033

10

22

22 0.10

0.20

0.20

0.31

0.44

1340

2230

440 90

107

129

122

172

22

31

43

147

304

422

44.1

47.1

LINEO 160 ES 17034

10

22

23 0.10

0.20

0.21

0.33

1300 1900

2290

90

107

129

22

31

43

147

304

422 39.2 47.7

LINEO 200 ES 17037

22 34

74

0.21

0.33

0.47

0.32 1990

2400

2330

3120

1000

172

242

211

300

13

19

19

27

37

127 39.4 44.3

LINEO 250 ES 17038

27

124

0.42

1720

2100

2400 3010 920

222 319

347

19

29

37

34 333 43.0

47.4

LINEO 315 ES 17039 119 240 1400 1900 40 70 392 40

* Sound pressure level measured at 3 m in free field conditions with long-cased appliance in delivery mode,

in accordance with standard EN ISO 3741:2009.

The values in the table refer to three conditions: minimun setting, nominal and maximum setting.

Electric supply: 230 V ~

W A RPM m3h l/s

Max Airflow

mmH
2
O Pa

Max Pressure

Lp dB(A)*

TM

30.000 hLONG LIFE

NEW

Suitable for domestic, commercial and industrial applications: 
kitchens, bathrooms, offices, laboratories, factories, shops, 
laundromats, models, restaurants, bars, theatres, ballrooms, 
etc.

  8 models

  Enclosure and impellers made of self-extinguishing V0 mineral 

charged polypropylene.

  EC brushless motors.

  Ball bearing motors for at least 30.000 hours operation without 

mechanical malfunction.

 2 speeds.

 Controllable through Vortice environmental sensors and DUO

 two-speed controller.

 Protection rating: IP44 (inline installation).

 

 Insulation class: ll.
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DIMENSIONS

Dimensions (mm)

I

H 

C

Ø
 D

A

B

E

F

G

Models A B C Ø D E F G H I Kg

LINEO 100 Q ES 231

LINEO 100 ES 240 303 90 1.9

LINEO 125 ES 240 122 90

LINEO 150 ES 294 212 110 2.2

LINEO 160 ES 212 110 2.1

LINEO 200 ES 290 300 140 94 100

LINEO 250 ES 300 247 292 140

LINEO 315 ES 312

Models Code
Measurement

cat.

Efficiency 

cat.

Year of

construction

Variable 

drive
N.

(kW)

Pe

m3/h

q

Pa

p
RPM

Spec.

ratio

<1.04

LINEO 315 ES 17039 C STATIC 01-01-2013 NO YES

BEP*

* Best efficiency point.

ErP data
Directive 2009/125/EC ErP (Energy related Products)


